VÄLISTALD

OTSEVALU POLÜURETAANIST KAHEKIHILINE VORMITALD

Värvus: MUST

Mustriline, mittemääriv, nina- ja kannaosa ümardatud, põrutusi leevendav, torgete eest kaitsev. 

	Omadus
	Kahekihiline PU/PU

	Õlikindel vastavalt EN ISO 20347
	EN ISO 20344

	Libisemiskindel vastavalt EN ISO 20347 A1
	EN ISO 20344

	Kannaosa löögisummutus ≥25J
	EN ISO 20344

	Talla paksus 1,7cm, kontsa kõrgus 3,4cm
	EN ISO 20344

	Paindetaluvus: prao juurdekasv ≤4mm pärast 30 000 painutust testituna temperatuuril +23C ja -20C
	ISO 4643-C
EN ISO 20344

	Rebenemistugevus ≥12N/mm
	EN ISO 20344

	Kulumiskindlus: suhteline kaalukadu 

˂ 250 mm³
	EN ISO 20344

	Pinnakõvadus Shore A 60-70
	EN ISO 868

	
	


[image: image1.jpg]Elastopan® S 7439/256

1 - BASF
Page 2/3

Version 01

Date of Issue 08/11/2017 We create chemistry

Component Data

Unit Polyol B Comp. Catalyst Method
mixture
187/72 S 7439/256
270/57

Density (°C) kg/m3 1,200 (25) | 1,180 (35) | 1,070 (25) G133-08
Viscosity (°C) mPas 625 (35) G133-07
Total shelf life days 360 240 270

Processing Data

Machine Processing

Unit Value

A component content part by weight 270/57=84.95
S7439/256=15.05

Mixing ratio part by weight A:B=100:110
A component temperature °C 45 -50
Iso component temperature °C 35-50
Mould temperature °C 40 - 50
Start time s 6-8
Tack free time s 20-25
Pinch time s 30-35
Free density kg/m?3 230- 250
Demoulding time s 120 - 180
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Physical Properties

Unit Measured value Method
Density kg/m* 400 - 500 1SO 845
Hardness Shore A 45-50 DIN 53 505
Tensile strength N/mm2 5-7 DIN 53 504
Elongation % 400 - 500 DIN 53 504
Tear resistance N/mm 20-25 DIN 53 515
Surface resistivity Ma <100 EN 20345
ESD option 0,5 % (97121) Ma <35 DIN EN 61 340

Measured values were determined on specimens produced on a pilot plant. Verification of these properties on

production plant at user’s site under prevailing production conditions is required.

-® = registered trade mark of BASF

The data contained in this document as well as advice or other support services are based on our current knowledge and
experience. In view of many factors that may affect processing and application of our products, this data does not relieve
processors from carrying out their own investigations and tests, particularly with regards to the suitability of the goods supplied for
the processes and purposes they intend to use them for; neither does this data imply any guarantee of certain properties, or the
suitability of the product for a specific purpose. Any descriptions, drawings, photographs, data, proportions, weights, measured
values etc. given herein may change without prior notice and do not constitute the agreed contractual quality of the product. It is
the responsibility of the recipient of our products to ensure that any proprietary rights and existing laws and legislation are
observed.

Cap. Soc. Euro 100.000.000

BASF Italia S.p.A.
Polyurethane Systems

Sito di Villanova d'Asti
Strada per Poirino 33

14019 Villanova d'Asti (AT), talia
Telefono +39 0141 949111

Fax +39 0141 949265

E-mail: poliuretani_italia@basf.com
www.basfit

Sito di Zingonia di Verdellino
Via Praga 16

24040 Zingonia di Verdellino (BG), ltalia
Telefono +39 035 809511

Fax +39 035 809530

Societa a socio unico
Dir. e Coord. Gruppo BASF

Sede legale
Via Marconato 8
20811 Cesano Maderno (MB), ltalia

Reg. Imp. MB 00717180152
REA. MB 349252

Cod. mecc. MB 001324
Codice Fiscale 00717180152
Partta IVA T00688460963




[image: image3.jpg]Elastopan® S 7438/133

Page 23
Version 01

Date of Issue 03/07/2019

1 -BASF

We create chemistry

Component Data

Unit Polyol B Comp. | Catalyst Method
mixture
187172 S7438/133

27057
Density (°C) kg/m? 1,200 (25) | 1,180 (35) | 1,070 (25) G133-08
Viscosity (°C) mPa.s 625 (35) G133-07
Total shelf life days 360 240 240
Processing Data
Machine Processing

Unit Value

A component content

part by weight

270/57=92.64
S7438/133=7.36

A component temperature °C 40- 50

B component temperature °C 40- 50
Mixing ratio part by weight A:B=100:73
Mould temperature °C 45-55
Free density kg/m? 1,000
Mould density kg/m? 1,100 — 1,200
Demoulding time s 240- 300
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Physical Properties

Unit Measured value Method
Density kg/m* 1,100 - 1,200 1SO 845
Hardness Shore A 55-65 DIN 53 505
Tensile strength MPa 15-20 DIN 53 504
Elongation % 400 - 600 DIN 53 504
Surface resistivity Ma <100 EN 20345
Abrasion mm? <150 DIN 53 516
Bennewart flexural strength at -15°C keycles 30 EN 20345
ESD option 0,5 % (97121) Ma <35 DIN EN 61 340

Measured values were determined on specimens produced on a pilot plant. Verification of these properties on
production plants at user's site under prevailing production conditions is required.

-® = registered trade mark of BASF

The data contained in this document as well as advice or other support services are based on our current knowledge and
experience and are provided according to our best knowledge. In view of many factors that may affect processing and
application of our products, this data does not relieve processors from carrying out their own investigations and tests,
particularly with regards to the suitability of the goods supplied for the processes and purposes they intend to use them for;
neither does this data imply any guarantee of certain properties, or the suitability of the product for a specific purpose. Any
descriptions, drawings, photographs, data, proportions, weights, measured values etc. given herein may change without
prior notice and do not constitute the agreed contractual quality of the product. It is the responsibility of the recipient of our
products to ensure that any proprietary rights and existing laws and legislation are observed
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