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Keermelatt M36 kZn l=1200mm

Plaat 160x160x30 S355
Keskel ava Ø38
Plaat kinnitatakse kahe mutri M36 vahele

Teraskonstruktsioon

Terasplaat fikseeritakse kahe mutri M36 kZn
ja seibi 100x100x10 S355 kZn vahele.
Pärast rihtimist keere rikkuda.
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Conveyor gallery - foundation reinforcement

No
D,

mm Material Quantity
Bar

Length

Total
Bar

Length Shape a b c
161 12 B500 320 2960 947 D 690 1630 690

162 12 B500 320 2656 850 U 150 690 550

163 20 B500 120 3671 441 D 675 2430 675

164 16 B500 120 3707 445 D 675 2430 675

165 12 B500 200 3496 699 U 150 930 730

166 25 B500 120 4062 487 B 3650 480

167 12 B500 80 2650 212 D 900 900 900

168 12 B500 80 2450 196 D 900 700 900

1360 4277

Conveyor gallery - foundation reinforcement by diameter

D, mm Material Total Bar Length
12 B500 2904
16 B500 445
20 B500 441
25 B500 487

4277

Conveyor gallery supports concrete

Class
Exposure

class
Volume

1 support Sum
C30/37 XC4+XF1 5.79 m³ 57.92 m³

M Ä R K U S E D :
1. ±0,00 = +29,40 ABS
2. Keskkonnaklass: XC4+XF1.
3. Sarruse nimikaitsekiht alapinnas 75±5mm ja teistes külgedes 35±5mm.
4. Betooni klass min C30/37.
5. Hoone konstruktsioonid kuuluvad teise teostusklassi EVS-EN 13670 järgi.
6. Hoone konstruktsioonidele kohandatakse 1. tolerantsiklassi nõudeid vastavalt

EVS-EN 13670 ja EVS-EN 13369.
7. Konstruktsiooniklass: S4.
8. Sarrustamisel järgida EVS-EN 13670nõudeid, plaadi jätkuvarmeerimisel tuleb

naabervarraste jätkud hajutada (max 25% samas ristlõikes, naaberjätkude pikivahe
vähemalt jätkupikkus).

9. Armatuuri jätkupikkused:
Ø8 400mm Ø16 800mm
Ø10 500mm Ø20 1000mm
Ø12 600mm Ø25 1200mm

N O T E S :
1. ±0,00 = +29,40 ABS
2. Construction exposure calss: XC4+XF1.
3. Concrete nominal cover for slab reinforcement: Bottom layer 75±5mm, all others 35±5mm.
4. Concrete C30/37.
5. Execution class 2 according to EVS-EN 13670
6. Tolerance values are based on the requirements of standard EVS-EN 13670 and

EVS-EN 13369 according to permitted deviation class 1.
7. Structre class S4.
8. The reinforcement rules according to EVS-EN 13670, in case of continuous

reinforcement of slan the laps shall be well distributed ( max 25% lapped in same
section, longitudal distance between two adjacent laps min lap length).

9. Lap lengths for reinforcement bars:
Ø8 400mm Ø16 800mm
Ø10 500mm Ø20 1000mm
Ø12 600mm Ø25 1200mm


