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 Single tension string 110 kV
for ACSR HAWK 21,8mm

DRAWN: DATA: PROJECT DRAWING NUMBER
K.Leśnik 20/06/2023

 L352-L353-L356 110T-2548 APVD: DATA:

R.Paterek 20/06/2023

APVD: DATA: SKALA ARKUSZ Nr MASS
[kg]

REW

R.Gruszecki 20/06/2023 1:10 1 Z 1 see tab. AREMARKSMASSQTY. NAMECAT. NO.LP

210kN1,51Hinge 105/70/8042218/191

160kN1,41Double clevis twisted391702

160kN4,51Adjustable extension link 290-44038821/193

120kN0,61Ball-eye link SAB type (IEC size 16)34214

---1,11Arcing hornAHU12135

------8Glass insulator---6

120kN1,11Socket clevis link (IEC size 16)36017

---1,41Arcing horn singleAHQ12138

120kN8,91Wedge tension clamp for ACSR Hawk25793/U9

 Type of insulator Mass unit [kg] Total mass [kg]
U120B 3,9  51,7

U120BP 5,6  65,3

String minimum strength: 120 kN
Ball/Socket coupling size 16 acc IEC 120
Mass without insulators: 20,5 kg
All load carrying steel parts have impact strength 
of 27J/-20 C (test acc. to EN 10045-1)
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Sidus

Joonise number

Joonise nimi

Seotud projektiga:

110 kV tõmbekett 1T-120-34

L086 üksikute mastide vahetus
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