KANNAKAPP
Kannakapina on kasutatud vormitud valmiskappi, mis on valmistatud tugevdatud 

kiudnahast (tüüp 22). 

Kannakapi paksus on 2,7 mm.

Kannakapp ei kaota aja jooksul vormi.
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Auftraggeber AB H BRUNNER
Nastagatan 13
Box 9036
SE — 70009 OREBRO

Certificate of quality according to DIN 55350-18-4.2.2

Bonded leather after
Counter HK Shaped to suit your needs Attached: Reach certificate TL 8330-0018, Ausg.5

C-MIL
Examination procedure Target Ist
Thickness 2,7mm DIN EN ISO 2589
Washout loss max. 3,5 % 0.8 % DIN EN 1SO 4098
pH value of the aqueous extract min. 3.5 % 41% DIN EN ISO 4045
Specific weight max. 1g/cm3 0.87g/cm3 __ DIN EN ISO 2420
Tensile strenght/
. Dry direction >6 8
. Wet direction >6 8 DIN EN ISO 3376
. Weld pre-treatment >6 8

Elongation at break /

. Dry direction max. 35 % 17 %
Elongation at break /
. Delivery
. Water pre-treatment <30% 16 % DIN EN ISO 3376
. Weld pre-treatment
Stichaus tear resistance min. 30 N/mm 37,3 N/mm_DIN EN ISO 23910
Static water absorption at 35'C after 24 hours max. 70 % 58 % DIN EN ISO 2417
Bending test up to 120'C No change in the surface No change in the surface DIN EN 1SO 3378

The strength values must be achieved in the longitudinal and transverse directions.
The information relates only to the leather fiber material, not to the finished counters.

Place and date:
Slovenske Konjice, 19.03.2024

Signature:




