( ETK Kablo

Electronic Control Cables ROHS : |
Fire Resistant Cables
REACH c E

JE-H(SHH Bd (FE180 / E30-E90 / PH120)

Application Cable Construction

. Feeder cable for frequency controlled mofors with 1 - Conductor : Class 1 electrolytic solid copper (IEC 60228, DIN VDE 0295,

lect fic inferf EN 60228)
elec vromogne ' .m erterence. ) ) 2 - Insulation : Cross-linked polymer compound in ceramic form (VDE
- At instrumentation and confrol engineering. 0815)
' ét |ndu?tr|ol e;;ec;;pnlc;. ) 3 - Stranding : Insulations are stranded into pairs, four pairs are stranded
+ ~omputer and offic  devices. together infto number taped groups, groups are stranded in
- Indoor communication systems. layers
' :ndolor SOU”: sysrt]ems. e valuaby weridls ang 4~ Wrapping  : Polyester tape, glass yarn tape
- In places where human 1e, valuable materials an 5 - Screen : Tinned copper earthing wire, Al/PET tape

equipments need fo be profected. 6 - Outer Jacket : UV resistant halogen-free outer jacket. RAL 3000 (Red)

Technical Characteristics

Insulation Mutual .

Conductor L.oop Resistance Capacitance ST Test Voltage
‘ Resistance Voltage V (DC,
Diameter O/km (20 °C) MQO/km nF/km V DC nineie)
(500 V DC) (800 Hz)

0.60 mm 130 100 100 300 1000
080 mm 73.2 100 100 300 1000
1.00 mm 44.6 100 100 300 1000
1.5 mm? 24.6 100 100 300 1000
2.5 mm? 151 100 100 300 1000

Mechanical Characteristics

i i Temperature Range
Bending Radius Temperature Range
Operating

10xD mm -40°C~+70°C

Standards
Smoke Density Test Corrosive Gas Test Halogen-free Test Flame Retardancy Test |Flame Propagation Test

IEC 61034-2, IEC 60754-2, VDIIIEE % 468%7_22;]_'2_1 IEC 60332-1-2, IEC 60332-3-24,
VDE 0482-1034-2, VDE 0482-267-2-3, EN 50267-2-1 ’ VDE 0482-332-1-2, VDE 0482-332-3-24,
BS EN 61034-2 BS EN 50267-2-3 it BS EN 60332-1-2 BS EN 60332-3-24

BS EN 50267-2-1

Circuit Integrity Test (FE180) Circuit Integrity with Shock Test (PH120)| €oP'® S‘E;*;(;“ /CI'E’::'*/ '2;35)’"*" ==

IEC 60331-23 EN 50200, VDE 0482-200, BS EN 50200 DIN 4102-12 E30 / E90

Notes
Reference Standard: DIN VDE 0815




@ablo
JE-H(SHH Bd (FE180 / E30-E90 / PH120)

Copper Approx.

Conductor

Number Dlameler | et Gy | gt | et
3.6501.4.31080.0.0002 2 08 6.2 238 54 100/500/1000
3.650.4.4.3.0080.0.0004 4 08 100 439 n3 100/500/1000
3.6501.4.31080.00006 6* 08 ne 62 144 100/500/1000
3.650.4.4.3.0080.0.0008 8 08 142 828 216 100/500/1000
3.6501.4.31080.00010 10* 08 12.8 1001 208 100/500/1000
3.650.4.4.3.0080.0.0012 12 08 19.4 121.8 323 100/500/1000
3.650.4.4.3.0080.0.0016 16 08 215 160.7 409 100/500/1000
3.650.4.4.3.0080.0.0020 20 08 23.8 199.7 493 100/500/1000

* Insulations are stranded info pairs and all pairs are stranded together.






